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ACRYLIC 

SKYLIGHTS 

with or without insulated curb 


• MAGNA 

• CIRCULAR DOME 

• CEILING DOME 

RITE-VENT ventilation plus light 
ROOF SCUTTLES with skylighting 
VENTILATORS stationary type 

SHADES 

LOUVRES stationary and fire types 



THE BY-PRODUCTS 

6731 COLUMBIA PARK RD. • 


COMPANY 

LANDOVER, MD. 













MAGNA SKYLIGHT any given length 



NOTES 


1 —Dome 

2— Metal curb 

3— Top locking frame 

4— Metal screw 

5— Neoprene gasket 


6— Condensation gutter with weep holes 

7— Roof flange 

8— Insulation 

9— Expansion rib extrusion 
10—Well liner 


Heave Va" every 18" for condensate drainage. 

A—represents opening to be left in roof. 

B—represents overall measurement of skylight. 

When pouring gypsum deck a wood or metal form (furnished by general contractor) 
should be used, leaving on opening as called for in Note A. 




roof "by others" / 


h; * ” -4*/ 7 /; 

£>'* * 


inside ; .A * *.; o*; /oV*. V '. 

of curb j, '' • •• -V. . 





curb detail 


curb at feast 
8" high 


with 2" insulated curb 


ceiling dome^ 11 


with 1%" wood curb 

dimensions 

widths: 24", 36", 48", 60", custom made up to 14' in width—manufactured in any given length. 



with concrete curb through bar joist 



SQUARE SKYLIGHT GRAVITY ROOF VENT UNIT 



COMPLETE WITH INSULATED 
CURB AND ROOF FLASHING 

Inside and outside temperature 
difference 20°F.; stack height 40 
feet. 



model no. 

dome 

roof opening 

rise 

thickness 

GRV 2020 

5 

Vs 

141/2 X 141/j 

GRV 2424 

5i/ 2 

Vs 

19 x 19 

GRV 2828 

6V4 

Vs 

221/4 X 221/4 

GRV 3636 

73/4 

Vs 

301/4 X 301/4 

GRV 4242 

11 

Ms 

37 x 37 

GRV 5252 

12 

Ms 

461/4 x 461/4 

GRV 6060 

133/ 4 

Va 

55 x 55 

GRV 8080 

141/4 

Ms 

75 x 75 

GRV 2028 

5 

Vs 

141/2 X 221/4 

GRV 2052 

63/ 4 

Ms 

141/2 X 461/2 

GRV 2852 

63/4 

Ms 

221/4 x 461/4 

GRV 3296 

83/, 

Va 

251/2 x 891/2 

GRV 3652 

11 

Ms 

301/4 x 461/4 

GRV 3676 

11 

Va 

301/4 x 691/2 

GRV 4280 

123/4 

Va 

37 x 75 

GRV 4364 

121/4 

Va 

38 x 59 

GRV 6476 

131/4 

Va 

571/2 x 691/2 

GRV 6496 

15 

Ms 

571/2 x 891/4 


short form specification 

Plastic skylight shall be standard Rite-Life sky- 

domes, catalog nos. as manufactured by 

By-Products Co. 

They shall be factory assembled units, each con¬ 
sisting of an acrylic plastic dome, extruded alu¬ 
minum frame and curb frame with condensation 

and weepage gutters. Domes shall be. 

(“Clear colorless” or “white translucent”). 
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SKYLIGHTS 



SENIOR ACRYLIC SKYLIGHTS 


• with insulated curb—SFC, SFW 


without curb—RLC, RLW 




® © © 

' l©V 


Ti— 

A'Ly // inside 

UP: I - - 

\ I V/. 


curb frame 
material 


deck anchor 




curb. 

flashing^ 

cant strip' 




ceiling construction 


ceiling dome 




:".4. ; 



with metal well liner 



with 1%" 
wood curb 


inside 

measurement 
use column “B” 


inside 

_ measurement 

© use column “B” 


dimensions in inches 


model 

Rite-Lite 

dome 

A 

roof opening 

1 5 /s" curb 

rise 

thickness 

RL 2020 

5" 

Vs" 

141/2 X 141/2 

RL 2424 

51 / 2 " 

Vs" 

19 x 19 

RL 2828 

71 / 4 " 

Ve" 

221/4 X 221/4 

RL 3636 

81 / 4 " 

Ms" 

301/4 X 301/4 

RL 4242 

IOV2" 

Ms" 

37 x 37 

RL 5252 

121 / 2 " 

Ms" 

461/4 x 461/4 

RL 6060 

141/2" 

Vt" 

55 x 55 

RL 8080 

I8V2" 

Ms" 

75 x 75 

RL 9898 

221 / 2 " 

Ms" 

921/2 X 921/2 

RL 2028 

51/2" 

Vs" 

141/2 X 221/4 

RL 2052 

71/2" 

Ms" 

141/2 x 461/4 

RL 2852 

71 / 2 " 

Ms" 

221/4 x 461/4 

RL 3296 

9" 

Ms" 

251/2 x 891/2 

RL 3652 

IOV2" 

Ms" 

301/4 x 461/4 

RL 3676 

IOI/2" 

Vi" 

301/4 X 691/2 

RL 4280 

131 / 2 " 

Vi" 

37 x 75 

RL 4364 

131 / 2 " 

1/4" 

38 x 59 

RL 6476 

16" 

Vi" 

571/2 x 691/2 

RL 6496 

16" 

Ms" 

571/2 X 891/2 

RL 99199 

26" 

Ms" 

93 x 1131/4 

furnished in: 

0.58 extruded 

aluminum, .032 sheet aluminum, 


17Vj x 17i/ 2 
251/2 x 251/2 

321/4 X 321/4 

411/2 x 41 1/2 
501/4 x 501/4 
70y 4 x 701/4 
873/4 x 873A 


203/4 x 843/ 4 
251/2 x 41 1/2 
251/2 x 643/4 
321/4 x 701/4 
331/4 x 541/4 
523/4 x 643/4 
523/4 x 843A 
88 1/2 x 108 

16 ounce C. R. cop¬ 
per, 26 gauge galvanized iron. 

specifications 

Plastic skylight shall be standard Rite-Lite skydomes. Catalog Nos.as manufactured 

by The By-Products Co., Bladensburg, Md. or subsidiaries. They shall be factory assembled 
units, each consisting of a Plexiglas plastic dome, extruded aluminum frame and curb frame 

with condensation and weepage gutters. Dome shall be . (clear colorless or white 

translucent.) 


B 

inside 
4" curb 


NOTES 

with insulated curb 

1— Dome 

2— Curb 

3— Outer frame—extruded 

4— Metal screw 

5— Neoprene gasket 


6— Condensation gutter 
with weep hole 

7— Roof flange 

8— Nail 

9— Curb Insulation 
10—Well liner 


* Leave every 18" for condensate drainage. 

A—represents opening to be left in roof. 

B—represents overall measurement of skylite. 

When pouring gypsum deck a wood or metal form should 
be used (furnished by others) leaving an opening as called 
for in Note A. 

without curb 


1— Plexiglas dome 

2— Curb (by others) 

3— Top locking frame 

4— Condensation gutter 

5— Weep hole 


6— Plastic rubber gasket 

7— Flashing (by others) 

8— Retaining screw 

9— Spacer and frame r 
tainer 

10—Neoprene gasket 
* Leave %" every 18" for condensate drainage. 
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OTHER 


PRODUCTS 


RITE-VENT 



Shipped in one complete assembled unit. 
Ready for installation. Unit securely fas¬ 
tened to deck from inside of building. 
Wiring of fan can be operated by direct 
wiring to light switch in room desired, 
or individual switch for operation if so 
desired. 


NO FLASHING 
REQUIRED 


dimensions in inches 


model 

dome 

A 

roof opening 

insulated curb 
alum, gauge 

rise 

thickness 

outside 

inside 

RV 2020 

6" 

y 8 " 

141/4 X UI /4 

.032 

.025 

RV 2828 

6" 

Vs" 

24 x 24 

.032 

.025 

RV 3636 

8“ 

Vs" 

32 x 32 

.032 

.025 

RV 4242 

10" 

Ms" 

383/4 x 383/4 

.040 

.025 

RV 5252 

11 1 / 2 " 

Ms" 

48 x 48 

.040 

.025 

RV 6060 

14" 

V 4 " 

563/4 X 563/4 

.040 

.025 

RV 8080 

17" 

Ms" 

763 / 4 x 7 6 34 

.050 

.025 

RV 2028 

6 " 

Ve" 

16 x 24 

.032 

.025 

RV 2052 

8 " 

Ms" 

16 x 48 

.032 

.025 

RV 2852 

8 " 

Ms" 

24 x 48 

.040 

.025 

RV 3296 

9" 

Vi" 

271/4 x 91 1/4 

.050 

.025 

RV 3652 

10 " 

Ms" 

32 x 48 

.040 

.025 

RV 3676 

10 " 

Vi" 

32 x 71 1/4 

.040 

.025 

RV 4280 

13" 

Vi" 

383/4 X 763/4 

.040 

.025 

RV 4364 

12 " 

Vi" 

393/4 X 603/4 

.050 

.025 

RV 6476 

15" 

Vi" 

591/4 x 71 1/4 

.050 

.025 

RV 6496 

16" 

Ms" 

591/4 X 911/4 

.050 

.025 

RV 2424 

6 " 

Vs" 

203/4 X 203/4 

.032 

.025 


ROOF SCUTTLES 



dimensions in inches 


outside 

height 

inside 

32x32 

10 

28x28 

34x40 

10 

30 x 36 


CUSTOM SIZES ON REQUEST 


specifications 

Roof scuttles shall be of a sin¬ 
gle unit complete with insulated 
curb as manufactured by The 
By-Products Company or equal. 
It shall have a one-piece white 
translucent Plexiglas dome 
housed in a metal frame attach¬ 
ment. Dome shall be sufficient¬ 
ly free in housing to minimize 
the possibility of damage 
caused by rigid clamping de¬ 
vices and variations in size due 
to contraction and expansion. 

The frame and curb shall be 
fabricated from 14 gauge alu¬ 
minum with welded corners 
complete with base flashings. 
Thickness of curb and size of 
roof opening as shown on draw¬ 
ings. 


RITE STATIONARY VENTILATOR 



1— Pul-Air Ventilator 

2— Square base 

3— Curb—with 2" rigid insulation 

4— Retaining frame 

specifications 

Made of 20 to 26 gauge galvanized iron; 16 
to 36 ounce cold rolled copper, and 14 to 26 
gauge aluminum. All aluminum seams Heli- 
arc welded; all galvanized iron and copper 
seams riveted, sweated and soldered. Curb 
insulated with Fiberglas and has roof flange 
that extends 4" onto built-up roof. Can be 
produced for use with any other type of roof¬ 
ing. Pitch of roof should be specified so base 
can be manufactured accordingly. 

Inner lining of curb extends about 2 V 2 " be¬ 
low top of roof deck. Unit may be secured 
by fastening liner to the roof deck or liner 
may extend through roof deck for fastening 
directly to sheet metal ducts. Unit is fur¬ 
nished complete. No curb-on-roof flashings 
necessary. Simply provide opening, set and 
fasten vent. 


dimensions in inches 


A 

B 

C 

H 

B-2 

B-3 

12 

11 

19 

8 

15 x 

15 

19 x 19 

16 

14 

26 

10 

22 x 

22 

26 x 26 

18 

14 

29 

ioy 2 

25 x 

25 

29 x 29 

20 

19 

31 

11 

27 x 

27 

31 x 31 

24 

21 

39 

11i/ 2 

35 x 

35 

39 x 39 

30 

23 

45 

153/4 

41 x 

41 

45 x 45 

36 

25 

56 

16 

52 x 

52 

56 x 56 

42 

27 

68 

16V 2 

64 x 

64 

68 x 68 

48 

31 

75 

i7y 2 

71 x 

71 

75 x 75 

54 

35 

84 

18 

80 x 

80 

84 x 84 

60 

39 

94 

19 

90 x 

90 

94 x 94 

66 

41 

103 

20 

99 x 

99 

103 x103 

72 

42 

108 

21 

104x104 

108x 108 


RITE-LITE CIRCULAR 



Model 

D 

l-D 

R 

T 

24" 

0-24 

20 " 

10 " 

Vs" 

30" 

0-30 

24" 

11 " 

Vs" 

36" 

0-36 

31" 

14" 

Ms" 

48" 

0-48 

43" 

15" 

Ms" 

60" 

0-60 

54" 

20 " 

Ms" 

72" 

0-72 

67" 

22 " 

Vi" 

84" 

0-84 

79" 

25" 

Ms" 

96" 

0-96 

91 " 

30" 

Ms" 


specifications 


The Rite-Lite Circular Dome is manufactured with insulated curb and roof 
flashing of .091 aluminum curb to be fully insulated. Height of curb 9". 
Entire unit shipped with curb. Sky-lite and roof flashing can be obtained 
with either white translucent or clear acrylic material. The interior of curb 
manufactured of 24 ga. galv. iron extending 2 V 2 " down past roof deck with 
i/ 2 " openings 2 '- 0 " o/c for securing curb to roof from inside of sky-lite. 
Acrylic plastic dome to have neoprene gaskets attached to top and bottom 
dome lip to allow for contraction and expansion with clamping ring rigidly 
secured in place. The aluminum curb so constructed as to direct the con¬ 
densation to drain onto roof on outside of curb. The circular dome and in¬ 
sulated curb is also available in 16 oz. copper and 24 ga. galv. iron. These 
units are made of rolled shape material. The metal interior liner of curb to 
be properly treated and given a coat of red primer at factory. 



roof deck 


inside diameter 

no flashing necessary- 
openings for deck clamps—2'-o/c. 

circular well liner 

-1A - 14~ 


5.K. nail-4" 
-o/c entire 
perimeter 


THE BY-PRODUCTS COMPANY 

6731 Columbia Park Road, LANDOVER, MARYLAND 
phone SPruce 3-1 111 
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